PAVEME
SUR’FAC’ET
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FLEXIBLE JOINT SEALER, 2" DEEP, ' ! =
FLUSH WITH WALK SURFACE, AND Q Q
1/2° PREMOLDED EXPANSION JOINT MATERIAL. 5 5
SAW CUT AS DIRECTED 2 5
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5" CONCREJTE_SIDEWALK SEE DETAIL "A" e
— BACKFILL SEE DETAIL "B’
w < NEW VAULT TOP \ '
USE SAND OR NEW VAULT TOP— REBARS AND r 4
BANK RUN GRAVEL THICKNESS AS REQUIRED BY
UNDER NEW WALK. SECTION 906 & 907 OF OHIO BASIC
‘ BUILDING CODE FOR LIVE LOADING.
‘ MIN. 30" ’\— WATERPROOFING TO EXTEND
| NEW WALLS 24" BELOW TOP OF VAULT SLAB.
——VAULT WALL — EXISTING,
NEW OR RECONSTRUCTED.
BASEMENT WALL— EXISTING,
NEW OR RECONSTRUCTED. | .
o. ’$\
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SCALE 1"=2

PAVEMENT

WALL%

FLEX!BLE JOINT SEALER, 2" DEEP,
FLUSH WITH WALK SURFACE, AND
1/2" PREMOLDED EXPANSION JOINT MATERIAL.

L—— ALL WALLS TO BE REMOVED.TO A

SEE DETAIL "C”

7 aEXISTlNG BUILDING

MINIMUM 36" BELOW WALK GRADE.

~~——SOLID BLOCK—MINIMUM 4" THICK:

U SRS

—NEW 8"x12"x16” CONCRETE BLOCK WALL.

WATERPROOFING—
POLYETHYLENE FILM (10 MIL)

REMOVE PLASTER AND LOOSE MORTAR FROM

SET IN ASPHALT EMULSION,

EXISTING WALLS BEFORE LAYING BLOCK OR
WATERPROOFING. USE PORTLAND CEMENT

OR APPROVED EQUAL.

MORTAR TO PATCH WALLS, PROVIDING A

SUITABLE SURFACE FOR POLYETHYLENE FiLM.

FILL ABANDONED VAULT TO BOTTOM OF
WALK WITH STABILIZED BACKFILL IN

LAYERS NOT EXCEEDING 9 INCHES.

"DUR—O-WALL" OR "KEYWALL"(OR EQUAL)

COMPACT EACH LAYER.

REINFORCING EVERY SECOND COURSE, OR
OTHER TYPE AS REQUIRED BY WALL DESIGN.

EXISTING VAULT WALL

EXCAVATE TO EXTEND WATERPROOFING

BELOW BASEMENT FLOOR BOTTOM.

SAW CUT BEFORE BREAKING FLOOR.
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HARD SURFACED FLOORS TO Y

.
i
\—-REMOVE AND REPLACE

BE BROKEN INTO AREAS NOT
EXCEEDING 2 SQUARE FEET.
PLUG EXISTING FLOOR DRAINS
WITH CONCRETE OR BRICK
AND MORTAR.

CONCRETE FLOOR.

\-24” x 12" FOOTER — CLASS "C” CONCRETE.

FINISH 6" BELOW EXISTING FLOOR SURFACE.

SCALE 1"=2

EXISTING UNTELS TO BE POWER BRUSHED, PRIMERED,
/ MORTARED & PAINTED WITH EMULSION, AS APPLICABLE.

- ___PROVIDE SOLID BEARING ON MORTAR FOR WALL ABOVE.

1/2" PREMOLDED EXPANSION JOINT MATERIAL.
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REQUIRED.

SAW CUT BEFORE
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EXISTING BUILDING WALL

DETAIL "A”

VAULT SLAB TOP AND
SIDEWALK ABUTTING

®
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EXISTING BUILDING WALL

: DETAIL "B”
VAULT SLAB TOP AND
SIDEWALK SEPARATED
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 EXISTING BUILDING WALL
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DETAIL "C”

SIDEWALK ONLY

@.

1/2” x 6" PREMOLDED EXPANSION JOINT
MATERIAL. REMOVE TOP 2" AND FiLL
WITH FLEXIBLE JOINT SEALER,

FILLETED AT THE WALL.

EXTEND POLYETHTLENE FILM MINIMUM
2" ABOVE BOTTOM OF SIDEWALK.

COMPACTED STABILIZED BACKFILL (OR
BULK CONCRETE).

COMPACTED STABILIZED BACKFILL.

PERMIT IS REQUIRED FROM
BUILDING DEPARTMENT

DO _NOT SCALE - USE DIMENSIONS ONLY

CITY OF AKRON
BUREAU OF ENGINEERING

CONSTRUCTION
STANDARD DWG. No.

BP—-7

BREAKING FLOOR.

EXCAVATE TO EXTEND
WATERPROOFING BELOW
BASEMENT FLOOR BOTTOM.

SIDEWALK VAULTS
RECONSTRUCTION &
ABANDONMENT




